
Typical Minimum Cross Section Detail

smcmillan
Callout
Stamped Engineered Trusses Designed for 30 p.s.f and 90 m.p.h wind

smcmillan
Callout
R-38 Ceiling Insulation

smcmillan
Callout
Roof Sheathing(material & Thickness)7/16 OSB

smcmillan
Callout
15 # Roofing Paper

smcmillan
Callout
Type of Roofing Material_________

smcmillan
Callout
R-20 Wall Insulation

smcmillan
Callout
Minimum (2) 2x10 Load Bearing Headers

smcmillan
Callout
2x6 @ 16 O.C Wall Framing

smcmillan
Callout
Vapor Barrier

smcmillan
Callout
Interior Wall and Ceiling Finish (Material & Thickness)1/2" Gypsum

smcmillan
Callout
Rim Joist

smcmillan
Callout
2x6 Pressure Treated or Redwood Sill

smcmillan
Callout
R-30 Floor Insulation

smcmillan
Callout
Floor Joist Size, length & Spacing_______________

smcmillan
Line

smcmillan
Line

smcmillan
Line

smcmillan
Line

smcmillan
Callout
Footing Thickness 6"

smcmillan
Callout
Weather Resistive Barrier

smcmillan
Callout
Siding Material

smcmillan
Callout
Anchor Bolts (1/2 min. dia. @ 4' o.c. 6" embedment)

smcmillan
Callout
Foundation Wall Thickness 6"

smcmillan
Callout
Footing width 12"

smcmillan
Line

smcmillan
Line

smcmillan
Line

smcmillan
Callout
Minimum 24" Foundation wall height 

smcmillan
Callout
Footing and foundation reinforcement 1 # 4 Bar horizontal 

smcmillan
Callout
Floor Sheathing3/4" T&G

smcmillan
Callout
Minimum 18" Crawl Space

smcmillan
Callout
6Mil Vapor Barrier Ground Cover

smcmillan
Callout
1 #4 Bars 48" O.C Vertical Reinforcement

smcmillan
Callout
7/16 OSB Sub-siding including braced wall panel system

smcmillan
Line

smcmillan
Rectangle

smcmillan
Rectangle

smcmillan
Oval

smcmillan
Callout
Typical 2x4 Pony wall and Footing

smcmillan
Pencil

smcmillan
Line




